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Part 1: General 

1.1 Overview 

A. FGD Glass Solutions provides premium-quality glass markerboards designed for modern educational, 

corporate, and residential environments. Our glass markerboards combine aesthetics, functionality, 

and durability, making them ideal for various applications. 

B. This architectural specification sheet is intended to guide architects, designers, and contractors in 

selecting and installing glass markerboards by FGD Glass Solutions, ensuring compliance with industry 

standards and providing essential product details. 

 

1.2 Product Description 

A. Product Name: Glass Markerboard 

B. Manufacturer: FGD Glass Solutions 

C. Model Number: [Insert Model Number] 

D. Sizes Available: Custom sizes available upon request 

E. Surface Material: Tempered safety glass 

F. Color Options: Available in clear, frosted, or colored glass 

G. Finish: Glossy or matte finish 

 

1.3 Quality Standards and Compliance 

A. Glass Type: Tempered safety glass 

B. ASTM Compliance: Glass markerboards comply with ASTM C1048 – Standard Specification for Heat-

Treated Flat Glass (Kind HS, Kind FT) for use in buildings. 

C. ANSI Compliance: The product meets the requirements of ANSI Z97.1 – American National Standard for 

Safety Glazing Materials Used in Buildings – Safety Performance Specifications and Methods of Test. 

 

1.4 Submittals 

A. Product Data: Submit manufacturer’s product specifications, including dimensions, finishes, and 

mounting hardware details. 

B. Samples: Provide physical samples of glass finish, color, and mounting hardware for approval. 

C. Installation Instructions: Submit detailed installation guidelines and procedures provided by FGD Glass 

Solutions. 

D. Warranty: Manufacturer’s standard warranty documentation. 
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1.5 Delivery, Storage, and Handling 

A. Packaging: Glass markerboards are packaged securely to prevent damage during transit. 

B. Storage: Store in a dry, well-ventilated area, away from direct sunlight and temperature extremes. 

C. Handling: Handle with care to avoid damage. Follow manufacturer’s guidelines for safe handling. 

 

Part 2: Products 

 

2.1 Materials 

A. Glass: The markerboards are manufactured from high-quality tempered safety glass, ensuring both 

strength and safety in accordance with ASTM C1048 and ANSI Z97.1. 

B. Thickness: Available in standard thicknesses of ¼ inch (6mm) or custom thicknesses as specified by the 

project requirements. 

C. Mounting Hardware: Includes stainless steel or aluminum brackets, anchors, and screws, designed for 

secure and easy installation. 

 

2.2 Performance Characteristics 

A. Surface Hardness: Tempered glass surface offers excellent scratch resistance and durability. 

B. Safety Features: In the event of breakage, the tempered glass shatters into small, blunt pieces to reduce 

injury risk, complying with ANSI Z97.1 safety standards. 

C. Cleanability: Non-porous glass surface resists staining and ghosting, allowing easy cleaning with 

standard glass cleaners. 

 

2.3 Fabrication 

A. Customization: FGD Glass Solutions offers custom fabrication options, including etched logos, gridlines, 

or custom colors to match interior design requirements. 

B. Edges: Precision-polished edges for a sleek appearance and added safety. 

C. Coating: Optional anti-glare or anti-fingerprint coating available upon request. 
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Part 3: Execution 

 

3.1 Installation 

A. Site Preparation: Ensure wall surfaces are smooth, clean, and dry before installation. 

B. Mounting: Install using the manufacturer’s recommended mounting hardware and methods. Follow 

detailed installation instructions to ensure secure and level placement. 

C. Alignment: Ensure the glass markerboard is aligned properly and securely mounted to avoid any safety 

hazards. 

 

3.2 Inspection 

A. Quality Control: Inspect glass markerboards for any defects or damage prior to installation. 

B. Post-Installation Check: After installation, ensure the markerboard is securely attached and free of any 

movement or instability. 

 

3.3 Maintenance and Cleaning 

A. Cleaning: Clean with a soft cloth and non-abrasive glass cleaner. Avoid using harsh chemicals that could 

damage the surface. 

B. Maintenance: Regularly inspect mounting hardware for signs of wear or loosening and tighten if 

necessary. 

 

3.4 Warranty and Service 

A. Warranty: FGD Glass Solutions provides a limited lifetime warranty covering defects in materials and 

workmanship for a period of limited lifetime warranty. Please review our Glass Whiteboard warranty at 

https://www.fgdglass.com/wp-content/uploads/2023/03/Remarkables-Warranty.pdf 

B. Service: For repairs or service inquiries, contact FGD Glass Solutions customer support. 

 

Part 4: References 

A. ASTM C1048-18: Standard Specification for Heat-Treated Flat Glass—Kind HS, Kind FT Coated and 
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Performance Specifications and Methods of Test 
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